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	APPLIED
	

	CLAUSE
	REQUIREMENTS
	YES
	NO
	ENCL.

	11.3.3, 11.3.3.1,

11.3.3.2, 11.3.3.3
	Connection of conductors and cables; indirect entry

(plug and socket connection)
	
	
	e.g. "Fig. 14"

	Item:
	
	

	Connection of conductors and cables; indirect entry (plug and socket connection)

	Plug and socket;
	
	

	
	Certified (
	
	 )

	
	refer to (e.g. drawings):
	
	

	
	refer to forms for IEC 60079-0
	

	

	
	flameproof properties of the apparatus enclosure are maintained with the plug and socket separated; details:

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	refer to 1/12 – 4/12 for details of flameproof joints between plug/socket and enclosure
	

	

	
	contacts in intrinsically-safe circuits;
	
	

	
	contacts for earthing or bonding;
	
	

	
	contact enclosure required to be flameproof “d”
	

	X
	plug and socket fixed together by special fasteners, in which case the requirements below do not apply

	example link to other ExTR >>>
	X
	refer to forms for IEC 60079-0

	Chamber volume existing at the moment of separation of contacts in ignition-capable circuits,
	
	cm3

	Plug/socket flameproof enclosure joint; details:
	

	
	

	
	

	
	

	
	

	
	
	

	Note: Joint width and gap are determined by the volume existing at the moment of separation of contacts in ignition-capable circuits.

	
	
	refer to 1/12 (table for non-threaded joints)
	

	
	
	refer to:
	
	

	Means to maintain flameproof  protection in the event of connector internal explosion:
	

	
	with plug/socket connected together;
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	at the moment of separation of contacts in ignition-capable circuits;
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