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Fig. 5  (example of components likely to be used in multiples)

	IEC 60079-7
	CONSTRUCTION ( ALL APPARATUS
1/8
	APPLIED
	

	CLAUSE
	REQUIREMENTS
	YES
	NO
	ENCL.

	4.1
	Terminals for external connections
	
	
	

	Item:
	 "Mains connection terminal  strip (TB1)"
	

	Terminals for external connections      >>>

	
	The connection means defined below apply to internal connections noted on 2/8 ,   Page
	
	

	

	
	Circuit/identification

(if applicable, component mfr., 

  part no., certification)
	
	
	

	
	Apparatus rated current (A):
	
	
	

	
	Conductor cross-section (mm2)

(ref. IEC 60364-5-523)
	required:
	
	
	

	
	
	accommodated:
	
	
	

	
	Number/sizes of conductors that can be safely connected; refer to document:
	
	
	

	
	aSelf-loosening from mounting(s) prevented by:
	
	
	

	
	aConductor slippage from intended location prevented by:
	
	
	

	
	a, bMeans ensuring proper contact without damage to conductors:
	
	
	

	
	Means preventing turning, twisting or permanent deformation during normal tightening (tightening torque as defined by manufacturer):
	
	
	

	
	Details of resilient intermediate part included with terminals for clamping stranded conductors:
	
	
	

	
	cEffective connection for smaller conductor sizes:    (mm2)
	
	
	

	
	Precautions against vibration and shock (i.e. where necessary):
	
	
	

	
	Precautions against electrolytic corrosion of aluminium parts:
	
	
	

	
	a"Crimped" cable terminations are allowed if requirement is met
bIncluding stranded conductors in terminals for direct conductor clamping

cTerminals for connecting conductors of cross-sections ( 4 mm2
	

	

	
	Terminals do not have sharp edges which would damage conductors
	

	
	Contact assured by terminals is not appreciably impaired by temperature changes in normal service
	

	
	
	see forms for IEC 60079-0

	
	
	other reference:
	
	

	
	Contact pressure is not transmitted through insulating material
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