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INTRODUCTION

This Draft Decision Sheet, prepared by Underwriters Laboratories Inc. (UL), concerns Standard: IEC 60079-0 4th ed. Charging Test, Method A 

This document has been issued for your consideration, any comments should be submitted to Mr Michel Brenon via Christine Kane, at the IECEx Secretariat Office-

E-mail: christine.kane@iecex.com by 24th November 2006

All comment will be taken into account when prearing the final version. It is intended that the document will then be available for immediate use.
With thanks and kind regards

Michel Brenon
Michel Brenon

ExTAG Secretary

	Address:

Standards Australia Building 

286 Sussex Street

Sydney NSW 2000

Australia


	IECEx Secretariat

Contact Details:

Tel: +61 2 8206 6940

Fax: +61 2 8206 6272

e-mail: chris.agius@iecex.com
http://www.iecex.com

	ExTAG Secretary

Mr Michel Brenon/LCIE

Tel: +33 1 40 95 5519
Fax: +33 1 40 95 5520

e-mail
michel.brenon@lcie.fr



COLLECTION OF IECEx / ExTAG DECISIONS

	Standard: IEC 60079-0 Fourth Edition 2004-01
	Clauses: 26.14.2 and 26.14.6.1
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	Question: 

Clause 26.14.2 requires it to be demonstrated by a calibration experiment that at least 60nC is transferred to the reference plate specified in clause 26.14.3 by three different methods.  Is it necessary to always conduct the Method A test with the polyamide cloth referenced in clause 26.14.6.1, or can alternative materials be used? 

Answers: 

The purpose of conducting the calibration experiment on a reference plate is to determine if other sources are influencing the procedure being used, for example a person’s perspiration.  If 60nC cannot be obtained by rubbing the reference plate 10 times with a polyamide cloth, alternate materials such as wool, polyester or animal fur maybe used, in order to meet the intent and purpose of the test method.  For any material or method it must be demonstrated that at least 60nC is being transferred to the reference plate before conducting the test on the actual sample.  The type and composition of the alternate material shall be fully described in the test report.



	Final wording might be changed when creating CDV and FDIS document versions.
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